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Toshiba delivers technology and products remarkable
for their innovation and artistry - contributing to a safer,
more comfortable, more productive life.

We bring together the spirit of innovation with our
passion and conviction to shape the future and help
protect the global environment - our shared heritage.

We foster close relationships, rooted in trust and respect,
with our customers, business partners and communities
around the world.
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ACCESSORIES

« Remote control
and AAA batteries (2)

« Safety Sheet document
 Quick Setup Guide
 Online User Guide

TORMINA

A
71" (18 cm)

28.9" (73.4 cm)

S dts

TruSurround

DTS TruSurround™ delivers an immersive virtual surround sound
experience over front facing speaker configurations, complete with
rich bass, high frequency detail and clear dialog.

PRODUCT SPECIFICATIONS
Warranty—parts 1 Year Limited | Brightness (center typ.) cd/m? 200 nits | DTS Tuning Package DTS TruSurround
Warranty—Ilabor 1 Year Limited | Comb filter 3dy/cdigital | Speakers (2) Watts per channel: 5W
Dimensions 17.2Hx28.9W x3.3Din | Responsetime 9ms | Power consumption on 38.2W
Ui ST R ) Horizontal viewing angle 178° | Power consumption in standby 0.5W
Weight w/o stand 10.11bs (4.6 kg) | Vertical viewing angle 178° | Powerinputs AC120V 60Hz, 0.8A
Dimensions 19.3Hx28.9Wx71Din | Tunersupports: NTSC, ATSC, 8-VSB, Clear-QAM | Menu languages English/French/Spanish
Lllidn S (48.9x73.4x18cm) | " Hpmiinput 2 | HDMI® CEC Control Yes
Weight w/stand 111lbs (5kg) | Component video inputs shared with Composite 1 | Game mode Yes
Screen size (diagonal) 31.5" | Composite video input component & Composite 1 Energy star qualified No
Panel backlight type LED | Shared audio inputs Yes | Internet connectable No
Panel refresh rate 60Hz USB port supports jpeg, video, audio and fw upgrades 1 TV base screws M4 (8 mm length) (4 pcs.)
Resolution 720p | Antenna/cable 1 Sl e )
Panel resolution (hxv) 1366 x 768 Video output No | V-chip (version 2.0) Yes
Aspect ratio 16:9 | Analog audio/Headphone 1 | Sleep timer Yes
Contrast ratio (typical) panel 1,100:1 Digital audio output optical 1 GameTimer™ Yes
Dynamic contrast ratio 5,000,000:1 | Ethernet & WiFi No | Vesamount(mm) 200x200—M6 type screws )
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